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10.

ALL SHEAR PIN ANGLES SHALL FIT SNUGLY AND
TRULY FACE TO FACE. COVER WITH WATERPROOF
GREASE PRIOR TO INSTALLATION OF PIN.

GALVANIZE ALL FERROUS PARTS AFTER
FABRICATION.

THE SHEAR PIN HOLES IN THE ANGLE SHALL BE
DRILLED FOR A TIGHT FIT OF THE SHEAR PINS.

FRAME AND HINGE ANGLES SHALL HAVE
THE OUTSTANDING LEGS OUT FOR OUTLETS.

ALL ANCHOR BOLTS SHALL BE 5/8"¢ ANCHOR
BOLTS EMBEDDED 4”(MIN.) INTO EPOXY GROUT.

ALL SHEAR PINS ARE TO BE PEENED BOTH
ENDS AFTER INSTALLATION.

SHEAR PIN MATERIAL SHALL BE COMMERCIALLY
PURE ALUMINUM WIRE.

SEE BARRIER SHEDULE, DET. 2562-2
FOR VARIABLE DIMENSIONS.

COVER ALL MOVABLE CONTACT SURFACE WITH
A COAT OF WATERPROOF GREASE PRIOR TO
INSTALLATION.

ALL BARRIER BARS TO BE 1/2" PLAIN.

FILL WITH EPOXY

GROUT ALL AROUND. — &7;"
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